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TYPICAL PANERICLD16
UP TA6DALI LOOPS
NEMA1 SURFACE PANEL
14 GAUGE STEEL
C/WKEY LOCK
36X 24X 4.6
GRAYASA #61

!
*Supplied and installed bglectrician. 120V standard. Other voltage on request.
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TYPICAL PANEL CCLD-20

UP TO 20 DALI LOOPS
NEMA-1SURFACE PANEL
14 GAUGE STEEL

14.8

8PORTS
ETHERNET
SWITCH

C/WKEY LOCK
60 X 24 X 4.6"
GRAY ASA #61
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**120VAC

TERMINALS

T1PAIR16 AWG WIRES SUGGESTED
MAX LENGTH: 300M.

MAX AMPERAGE: 250mA

MAX VOLTAGE: 2.2VDC

16 AWG WIRE UP TO 200 M.

14 AWG WIRE UP TO 300 M.
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**Supplied and installed by electrician. 120V standard. Other voltage on request.

8 | POWER SUPPLY

14.5| SPORTS ETHERNET SWITCH«OPTION>

14.8| 8 PORTS ETHERNET SWITCH

16 | CCPS-DALI

17 | DALIGATEWAY
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TYPICAL PANEL CCLD-24
UP TO 24 DALILOOPS
NEMA-1SURFACE PANEL

14 GAUGE STEEL
C/W KEY LOCK 1PAIR 16 AWG WIRES SUGGESTED
60 X 24 X 4.6 MAX AMPERAGE. 250mA
GRAYASA =61 6 AWG WIRE UP T0 200 M
14 AWG WIRE UP TO 300 M.
TERMINALS
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**Supplied and installed by electrician. 120V standard. Other voltage on request. |17 | DALIGATEWAY
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